
WIWA Airless 333075 R/ZSR 
für GRIWECOLOR 

Made by WIWA



The Airless 333075 R / ZSR Herkules-GX spraying unit from WIWA was optimized for the products
of Griwecolor GmbH for the application of the griwephon product group such as the AN2-800, 
the AN2-900, the AN2-701 and the AN2-750 / EU.

Airless 333075 R / ZSR Herkules-GX 

Technical specifications:
Max. Spray pressure: 450 bar
Max. Air inlet pressure: 6 bar
Max. Air consumption: 3500 ltr. @ 30 double strokes

for 30 ltr. hobbock
• 	Cart
• 	0.75to ram press
• 	Following plate for 30 ltr. hobbock
•	Maintenance unit, oil-free, air inlet G1 „(I)
• 	Grounding cable
• 	Material outlet with relief

for 200 ltr. drum
• 	Stationary frame
• 0.75to ram press
•	 Following plate for 200 ltr. standard barrel (Di = 571mm)
• 	Maintenance unit, oil-free, air inlet G1 „(I)
• 	Grounding cable
• 	Material outlet with relief

 Accessories
• 	17 mtr. spray hose with Airless gun WIWA 500D,
	 Reversible tip holder and reversible tip
• 	Spray hose extension 10 mtr.
• 	Empty drum shutoff with acoustic signal
	 (for 200 ltr. version only)
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